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{ROAD CLOSED) NOTES: DETAIL TC 7-1
(SEE NOTE1) 1. PROPERLY ORIENT BARRICADE STRIPES AND “DETOUR” ARROW FOR
APPROACH TRAFFIC.
X 2. SEE STD DWG TC 2A GENERAL NOTES 13 & 14 FOR
TEMPORARY PRECAST BARRIER REQUIREMENTS.
3. SEE STD DWG TC 2B FOR TAPER, BUFFER, AND SIGN SPACING CHART.
‘ NOTES: DETAIL TC 7-2
ONE ROADWAY CLOSED 1. PROPERLY ORIENT BARRICADE STRIPES AND “DETOUR” ARROW FOR
4 LANE DIVIDED APPROACH TRAFFIC.
, 2. USE CHANNELIZING DEVICES ON UNPAVED DETOUR SURFACES.
3. WHEN GRADING 1S REQUIRED THE ENGINEER HAS THE
% % (DETAIL TC 7-1) OPTION OF ELIMINATING EITHER THE CENTER CHANNELIZING DEVICES
OR THE SHOULDER CHANNEL IZING DEVICES.
MPH]| B/ 4. PLACE A WARNING SIGN AS SHOWN IN DETAIL WHEN CENTER LINE
IS ELIMINATED.
5. SEE STD DWG TC 2B FOR TAPER, BUFFER., AND SIGN SPACING CHART.
(SEE NQTE 4)
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MPH CHANNELIZING DEVICES NOT
PASS

USE SAME SIGN SEQUENCE & SPACING
FOR OPPOSITE DIRECTION OF TRAFFIC.
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